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Abstract—Hybrid systems combine discrete state dynamics
which model mode switching, with continuous state dynamics
which model physical processes. Hybrid systems can be con-
trolled by affecting both their discrete mode logic and continuous
dynamics: in many systems, such as commercial aircraft, these
can be controlled both automatically and using manual control.
A human interacting with a hybrid system is often presented,
through information displays, with a simplified representation of
the underlying system. This user interface should not overwhelm
the human with unnecessary information, and thus usually con-
tains only a subset of information about the true system model,
yet, if properly designed, represents an abstraction of the true
system which the human is able to use to safely interact with the
system. In safety-critical systems, correct and succinct interfaces
are paramount: interfaces must provide adequate information
and must not confuse the user. We present an invariance-pre-
serving abstraction which generates a discrete event system that
can be used to analyze, verify, or design user-interfaces for hy-
brid human–automation systems. This abstraction is based on
hybrid system reachability analysis, in which, through the use
of a recently developed computational tool, we find controlled
invariant regions satisfying a priori safety constraints for each
mode, and the controller that must be applied on the boundaries
of the computed sets to render the sets invariant. By assigning a
discrete state to each computed invariant set, we create a discrete
event system representation which reflects the safety properties of
the hybrid system. This abstraction, along with the formulation
of an interface model as a discrete event system, allows the use of
discrete techniques for interface analysis, including existing inter-
face verification and design methods. We apply the abstraction
method to two examples: a car traveling through a yellow light at
an intersection, and an aircraft autopilot in a landing/go-around
maneuver.

Index Terms—Autopilot, discrete abstraction, hybrid systems,
pilot displays, reachability, user interface.
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I. INTRODUCTION

HUMAN–AUTOMATION interaction is pervasive, oc-
curring in consumer products (alarm clocks, VCRs,

cellular phones), transportation systems (automobiles, com-
mercial aircraft, air traffic control), scientific research platforms
(unmanned ocean- and aerial-vehicles), and military systems
(fleets of semi-autonomous and autonomous aircraft), among
others. Often complicated by the underlying dynamics of the
physical system, human–automation interaction in aviation has
been a controversial topic since the advent of computers and
their integration into the cockpit [1]–[3]. The aviation industry
has experienced many incidents and some accidents in which
the pilot became confused about the current mode or could
not anticipate the next mode in the automation [4]–[7]. This
potentially dangerous problem has been loosely termed mode
confusion, and is often addressed in flight when the pilot has
the time to devote attention to it, and resolved later with ad hoc
“fixes.” However, mode confusion may occur at critical times
of flight: In 1994, all seven people on-board died during a test
flight of the A-330 in Toulouse, France [8], [9]. The pilot had
attempted to complete a go-around with a simulated engine
failure, but an unanticipated combination of aircraft and engine
dynamics, flight envelope protection schemes, and confusing
interface indications led to the aircraft’s stall. The accident
involved the aircraft’s software, aerodynamics, as well as the
pilot’s interaction with the combined system.

We focus specifically on an aspect of this problem which we
can quantify: the information content presented in the interface.
While graphical design of the interface is key in determining
how the user processes and interacts with information in the in-
terface, we assume that the user can and does process all in-
formation displayed. In human–automation systems, the inter-
face allows observation of information regarding the underlying
system dynamics and processes, as well as control over specific
behaviors through input devices in the interface. Too much in-
formation can overwhelm the user; with too little information
the user may not understand the system’s behavior or may not
be able to perform the desired task. A key part of the problem
of interface design and verification involves the selection of ap-
propriate information from the underlying human–automation
system which should be displayed to the human controlling the
system.

Although the engineering psychology community has his-
torically dominated research on human–automation interaction,
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there have recently been efforts by the formal methods com-
munity [6], [10]–[13] as well as systems and control communi-
ties [14], [15] to address these safety-critical problems. Using
model checkers, researchers in formal methods have evaluated
such interfaces to identify design problems [10], [11], [16] for
discrete state models. In [12], [17], and [18], the authors were
not only able to verify interfaces for a given task, but addition-
ally formally determine the minimum set of information that
must be displayed in the cockpit interface in order to safely
complete a given maneuver. We believe that the continuous dy-
namics plays a crucial role in understanding and designing inter-
faces, and that it is necessary to introduce both a continuous dy-
namic component to represent the physical dynamics of the un-
derlying system, and a control component, into previously pro-
posed methodologies to make them sound techniques for phys-
ical systems.

We model complex human–automation systems as hybrid
systems over which a human shares control with automation.
In this framework, which establishes a new way of modeling
human interaction with automation, we determine how to
abstract, from the hybrid system, a reduced representation of
the underlying system. This representation can then be used
in existing discrete interface verification or design algorithms.
The particular representation which we construct addresses the
problem of system safety, in which we consider a system to be
safe if it fulfills a certain mathematical property which can be
encoded as a condition on the system’s reachable set of states.
In aircraft, for example, a safe system is one which remains
within its aerodynamic flight envelope. This contribution dif-
fers from existing work in hybrid system verification in our
treatment of the user’s interactions with the hybrid system.

One of the key enabling technologies for human–automation
systems is verification, which allows for heightened confidence
that the system will perform as desired. Verification is defined
simply as the process of developing and executing a mathemat-
ical proof that a system model satisfies a given specification.
Methods and tools to verify systems have become very impor-
tant as the complexity of automated systems has grown; it is no
longer possible to rely on intuition and simulation to test that
a system satisfies its specification. Verification tools can aid in
drastically reducing time spent on design and validation, but
are also crucial in ensuring that safety properties are upheld.
In safety-critical, expensive, or high-risk applications such as
airbag deployment circuitry, aircraft autopilots, and medical de-
vices, guarantees of safe operation are paramount.

Hybrid reachability analysis and controller synthesis address
the problem of guaranteeing system safety. Many problems of
interest may be posed as reachability specifications. For ex-
ample, in the problem of verifying system safety, the safety
specification is first represented as a desired subset of the state-
space in which the system should remain, and then the following
reachability question is posed—Do all trajectories of the system
remain within this set of desired states? The process of verifying
safety then involves computing the subset of the state-space
which is backwards reachable from this “safe set” of states. If
this backwards reachable set intersects any states outside the de-

sired region, then the system is deemed unsafe. Controller syn-
thesis for safety is a procedure through which one attempts, by
restricting the behavior of the system through a controller, to
prune away system trajectories which lead to unsafe states.

In the past several years, methods and tools have been de-
veloped for computing reachable sets for continuous and hy-
brid systems [19]–[23]. Many of these approximate the con-
tinuous dynamics and use an over-approximative set represen-
tation in order to maintain computational tractability for high
dimensional systems. In this paper, we use a time-dependent
Hamilton–Jacobi formulation [24] for specifying the reachable
set, and the corresponding numerical toolbox based on level
set methods [25]–[27] for computing the reachable set. This
technique works for general nonlinear dynamics and set rep-
resentation. Previous work in analyzing hybrid system safety,
for example [28], has focused on applications of hybrid system
theory to fully automated systems, assuming that the controller
itself is an automaton. Here, we consider the problem of control-
ling human–automation systems, in which the automaton and a
human controller share authority over the control of the system
[7]. The user interacts with the underlying system through an
interface, a reduced description of the behavior of the system.
In particular, we consider the problem of verification of an in-
terface between a semi-automated hybrid system and a human
controller, and we pose the question—Is the information dis-
played to the human controller about the hybrid system evolu-
tion sufficient for the human controller to act in such a way that
the system remains safe?

In previous work [15], we focused on one particular example
in which verification that an interface correctly represented the
underlying hybrid system was paramount: the automatic landing
of a large civil jet aircraft. Here, we generalize the abstrac-
tion technique which allowed us to make use of discrete inter-
face verification tools. We analyze the user-interface of a hy-
brid human–automation system through tools for hybrid system
reachability analysis. These tools assume a hybrid model of the
human–automation system (which includes how the user inter-
acts with the system). We create a discrete representation of
the hybrid model based on the hybrid system reachability re-
sult, from which we can then design an appropriate interface for
the hybrid system. In cases in which we are given an interface
which can be represented as a discrete system, the task, then, is
to verify the safety of the discrete interface using the discrete
representation of the hybrid human–automation system.

This paper is organized as follows. We first introduce the
modeling formalism and describe the particular way in which
we model human interaction with a hybrid system. We then
describe a method to create the discrete invariance-preserving
abstraction, and apply it to two examples, in which correct
interface design requires information drawn from the under-
lying hybrid dynamics. We first present an everyday example:
driving on an expressway through a yellow light, and show
how, with this method, an interface can be constructed based on
the reachability result of the underlying hybrid system. After
discussing the abstraction method, we present a more com-
plicated example: the automatic landing of a civil jet aircraft,
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without the simplifications taken advantage of in [15]. Last, we
offer some conclusions and directions for future work.

II. PROBLEM DESCRIPTION

A. Problem Formulation

Consider a hybrid system defined by
the following:

• set of discrete modes ;
• domain of continuous states ;
• transition function ;
• functions ;
• set of discrete inputs or events ;
• set of continuous inputs .

We assume that discrete controlled inputs are initi-
ated by an automated controller (e.g., an automatic transition
based on the continuous state), discrete human-initiated events

are initiated by the human (e.g., pushing a button, tog-
gling a lever), and discrete disturbance inputs are ini-
tiated by something external to the system (e.g., a fault, caused
neither by the automatic controller nor the human). We index
the continuous dynamics by the current discrete mode, so that

, with and in mode
. We assume that the continuous input is controlled au-

tomatically. While we anticipate that the method presented in
this paper can be extended to treat systems with continuous dis-
turbances or continuous human inputs, these issues are not ad-
dressed here. Additionally, the initial set is and the
constraint set is . The constraint set rep-
resents the desired subset of the state-space in which the system
should remain. We index the continuous constraint set in mode

by , i.e., .
Let us also consider a discrete event system ,

defined by the following:
• set of discrete modes ;
• transition relation ;
• set of events .

The event set contains controlled, human-initiated, and distur-
bance events. The set of initial modes is and the constraint
set is .

Definition 1: A hybrid system , defined as before, for which
, is called a hybrid human–automation system.

Definition 2: For a trajectory to be invariant with respect to a
constraint set , it must begin within, and always remain within

.
Definition 3: For a trajectory to be user-invariant with respect

to a constraint set , it must begin within , and may exit only
under human inputs.

Definition 4: A discrete event system is invariance-pre-
serving with respect to the constraint set if it accepts only tra-
jectories of that are invariant or user-invariant.

Definition 5: An invariance-preserving abstraction is a
discrete event system representation of a hybrid system with
constraint set , for which discrete event system is invariance-
preserving.

1) Problem 1: Given a hybrid human–automation system ,
and a constraint set , find an invariance-preserving abstraction

of .
The invariance-preserving abstraction can be compared

to an existing discrete interface through a discrete verification
procedure; or it can be used to synthesize a discrete interface

, a reduced version of which a user can use to safely
interact with the underlying system . The majority of work on
abstractions (see, for example, [29]–[35]) makes use of discrete
abstractions to aid in continuous or hybrid verification, often by
exploiting certain properties of the system (for example, poly-
nomial or bounded continuous dynamics). The invariance-pre-
serving abstraction we propose here can take place after reach-
ability analysis has been used to determine sets of initial condi-
tions which produce invariant trajectories. Rather than aiding in
the verification process, this is a post-processing step in which
a discrete automaton is formed based on the verified system.

In our formulation of a hybrid human–automation system,
human-initiated input occurs through discrete inputs. The
human may influence the hybrid system trajectory, but does not
have to. For example, consider , in
which the human may initiate a transition which switches
the mode from to . The human controls not only when,
but if the transition occurs at all. If the human does not initiate

, then the system will remain in unless other state-based
or disturbance transitions exist which will allow the system to
exit mode . This nicely models applications such as flight
management systems, in which the pilot may initiate high-level
mode-changes and the flight management system maintains
low-level control.

B. Illustration: Advisory System for the Yellow Interval
Dilemma

Consider the following scenario. As a single driver on an ex-
pressway approaches an intersection, suddenly the light turns
yellow. The driver must decide whether to brake and try to stop
at the intersection or to continue driving through the intersec-
tion before the red light appears. In either case, the driver must
avoid a red light violation, which occurs whenever the car is in
the intersection at any time during a red light. Typically, due to
several factors, including accumulated experience about the par-
ticular car’s braking capabilities, the duration of the yellow light
at a given intersection, and the road and weather conditions, the
driver has an “intuitive” feel for the correct course of action [36].
At some intersections, despite the driver’s best intentions, there
are certain combinations of speed and distance from the inter-
section for which a red light violation is inevitable: this is known
as the yellow interval dilemma [37], [38]. We wish to design an
add-on advisory system, whose interface would indicate to the
driver which action must be taken in order to avoid a red light
violation.

We assume a point-mass model of the car without the ad-
ditional complexity of gearing [39]. With position from the
near-side of the intersection and speed , braking and
acceleration forces enter through . The car has limited
braking and acceleration capabilities and
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Fig. 1. Hybrid model H for a car traveling through an intersection, where the input u is the car’s acceleration, and x := [x; v; t].

must obey the speed limit at all times . For this sce-
nario, 4 m/s , 2 m/s , and 24 m/s.
The intersection is 10 m in length and the duration of the yellow
light is 4 s [37], [40]. A typical driver’s reaction time
after seeing the yellow light is 1.5 s [36], [40], [41], during
which time we presume the car travels at its present speed. The
advisory system should be designed with the assumption that
the driver will take one of two courses of action when a yellow
light appears: 1) accelerate through the intersection (without vi-
olating the speed limit) or 2) brake to stop at the intersection.
The question we wish to answer is: What actions does the driver
need to take and when should the driver enact them in order to
avoid a red light violation?

Consider the hybrid model with continuous state
, shown in Fig. 1, in which it follows that:

;

;

, with controlled events
(which

are triggered when the inequality is met),
human-initiated events , and
disturbance event .

The event represents the light turning yellow. The
transition function and the continuous dynamics

are defined as shown in Fig. 1. The initial set is
, and the constraint set is ,

, with
,

, , and
. The constraint set

encapsulates the desired regions of operation in terms of the
car’s position relative to the intersection and the car’s speed:
during the red interval, the constraint set is any position outside
the intersection and any positive speed, plus the position right
at the boundary of the intersection with a speed of 0; during the
green and yellow intervals the constraint set is any position and
positive speed.

1) Problem 2: Find an invariance-preserving abstraction
of the hybrid human–automation system , given the

constraint set .

III. CREATING AN INVARIANCE-PRESERVING ABSTRACTION

In this section, we propose a three-step algorithm to construct
an invariance-preserving abstraction of a hybrid human–au-
tomation system . Each of the three steps in Algorithm 1 will
be detailed in the following sections, followed by a proof that
the resultant discrete event system is an invariance-preserving
abstraction of the hybrid human–automation system .

Definition 6: For every mode in the hybrid human–au-
tomation system , define the set of modes
as the set of all modes which could result after any human-con-
trolled transition from

for all such that exists (1)

Definition 7: Define the set of entry modes
as the union of those modes

which result after any discrete human input and those modes
in the initial set. Define the cardinality of the entry modes as

.
Algorithm 1: To create an invariance-preserving discrete ab-

straction of a hybrid human–automation system , the fol-
lowing must be done.

1) Separate the hybrid human–automation system into
hybrid subsystems , using the

operator to delineate subsystems which contain no human
input.

2) For , compute the invariance-preserving abstrac-
tion of hybrid subsystem .

3) Combine discrete event systems into one discrete event
system .

A. Step 1: Separation Into Hybrid Subsystems

In many human–automation systems, it is important to limit
how a human’s actions will be prescribed. We therefore wish
to minimize the restrictions placed on the human input through
our analysis. We begin our analysis of the human–automation
system by first characterizing regions of in which human
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input is impossible. The first step is to decompose into sub-
systems which contain no discrete human inputs. As noted ear-
lier, it is impossible to guarantee that a trajectory will be in-
variant when the system contains human-initiated inputs. How-
ever, we can determine regions of the state-space for which
invariant trajectories are possible because no human-initiated
inputs exist. We accomplish this by isolating modes forward-
reachable after a human-initiated transition has occurred, and
defining those modes as a subsystem of the original system .
Thus, within each subsystem, all of the transitions are controlled
or disturbance transitions.

Definition 8: Given an entry mode , the
hybrid system , and a con-
straint set , define the hybrid subsystem

as follows:
• is the set of modes reachable from through any string

of automatic and disturbance events (that is, any string
which does not contain a user-initiated event);

• if and
otherwise

• exists, ;
and , , are subsets of , , which correspond
to the modes in . Similarly, the constraint set

is a subset of which corresponds to
the modes .

For ease of notation, we label the entry modes .
These indices also label the hybrid subsystems, .
The following indexing function associates each mode
to the hybrid subsystems it is contained in

where (2)

Note that in general, hybrid human–automation systems will
separate into hybrid subsystems which could overlap.

Yellow Interval Example: For the hybrid human–au-
tomation system , applying Definition 7 results
in entry modes ,

since and
. We then apply Definition 8 to find that

separates into three hybrid subsystems: , ,
and , as shown in Fig. 1. For example,
contains , , and

is graphically depicted in the left-most shaded re-
gion of Fig. 1. The constraint set for is

. The index
function maps each mode in to either ,

, or : for example, , since
.

B. Step 2: Invariance-Preserving Discrete Abstraction

In Step 2 of Algorithm 1, we create an invariance-preserving
abstraction of each hybrid subsystem identified in Step 1. Since
the hybrid subsystems do not contain any discrete human in-
puts, standard reachability tools can be used to find invariant
sets within each subsystem.

Fig. 2. Constraints on the state-space X are encapsulated in the constraint set
C = W . Applying the reachability computation for t seconds, we obtain the
invariant setW(t) = �(C). Trajectories whose initial conditions are contained
within W(t) will remain within C for t seconds.

Hybrid reachability analysis and controller synthesis pro-
vides us with a mathematical guarantee of invariance to within
the limits of the hybrid model, through the generation of:
1) the invariant set of states, contained within
the constraint set and 2) a control law which ensures that
trajectories which reach the boundary of the invariant set will
not be allowed to exit the invariant set (see Fig. 2). For the
reachability computations in Problem 1, any tool can be used
which can compute the backwards-reachable invariant set for
each hybrid subsystem. This flexibility allows for selection of
the hybrid reachability tool most appropriate for the particular
system at hand [42]–[47]. We use a tool based on level-set
methods [26], [27] that computes not only the reachable set,
but also the control law necessary to enforce invariance along
the boundary of the reachable set. This tool accommodates
hybrid systems with general nonlinear continuous dynamics,
continuous inputs and disturbances, and discrete inputs and
disturbances.

Definition 9: An invariant set has the property that
all trajectories with initial state are invariant with re-
spect to .

Definition 10: Given a hybrid system with (no
discrete human input), and a constraint set ,
define as the result of com-
puting, for seconds, the invariant set by means of
a backwards-reachable, over- or convergent-approximative nu-
merical tool: .

Yellow Interval Example: We compute the invariant sets for
each of the constraint sets in : ,

, and .
In each computed invariant set, we denote the discrete and con-
tinuous components as set of pairs of (mode, continuous
set): ,
for example. The reachability computation reveals that

. In the braking sub-
system , the invariant region in each of the three modes
is: , the
shaded region shown in Fig. 3. In the acceleration subsystem

, the invariant set is represented by the three
shaded regions, labeled in Fig. 4. The invariant

Authorized licensed use limited to: Univ of Calif Berkeley. Downloaded on December 22, 2008 at 16:43 from IEEE Xplore.  Restrictions apply.



234 IEEE TRANSACTIONS ON CONTROL SYSTEMS TECHNOLOGY, VOL. 16, NO. 2, MARCH 2008

Fig. 3. Invariant region W in H in [x; v].

Fig. 4. Invariant set A q � � C in [x; v].

set is represented by ; and the invariant set
is represented by .

Proposition 1: Given a hybrid subsystem with constraint
set , all trajectories whose initial state is contained in the in-
variant set are user-invariant over time period .

Proof: Proof by contradiction; see Appendix I-A for de-
tails.

The only way in which a trajectory that begins in can exit
is through a human-initiated discrete event: a human-ini-

tiated event may transition the system into a state outside of
the invariant set in the new mode, such that for ,

. Denote the complement of a continuous
set as . Additionally, we presume that trajecto-
ries which begin outside the invariant set in one mode

evolve to states outside the invariant set in the next
mode for controlled or disturbance events
in the hybrid system such that ,

.

Fig. 5. Intersection of invariant sets (q ;W), q ;B , and
q ;A .

Yellow Interval Example: For any trajectory which begins in
the shaded region of Fig. 3, the car will be able to avoid a red
light violation by coming to a complete stop before the inter-
section. For any trajectory which begins in the shaded regions
of Fig. 4, the car will be able to pass completely through the in-
tersection before the red light occurs. In both cases, computed
control laws to enforce invariance must be applied along the
boundaries of the shaded sets.

Definition 11: Given a set of sets ,
, define a map from the set of

regions in the continuous state-space to the discrete
state-space, based on a partition of the continuous do-
main . The partition divides into disjoint regions

according to the intersection
of the sets. Define the set of discrete modes, correspondingly:

,
so that, for example

(3)

and more generally, . The labeling convention of
the discrete modes reflects the partitioning of the continuous
state-space.

Definition 11 therefore defines a discrete state-space in which
the system being in a particular discrete state corresponds pre-
cisely to the continuous state being in the corresponding cell of
the state-space partition, according to (3).

Yellow Interval Example: Consider the in-
tersection of three invariant sets,

, representing
the mode from which a user-initiated transition is possible,
and the two resulting modes. Since ,
we construct the intersection of the remaining two sets,
producing disjoint regions in . In Fig. 5,

region 1 represents ; region 2
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represents ; region 3 represents

; and region 4 represents

. We abstract these four regions
to the discrete modes: , , , and ,
respectively. Let ,
where . The result is a set of discrete
modes which represent the intersection of a set of continuous
invariant sets.

Definition 12: Define a map which selects, for
, certain modes in , created from a partition

as defined in Definition 11

for which (4)

The result is modes in which represent continuous states for
which .

Yellow Interval Example: Using the map previously de-
fined, consider the case in which the driver should brake to a
stop. We want to select the discrete modes in which
represent the continuous states from which this is possible:

. We now have
a discrete representation of the hybrid states from
which a safe braking maneuver is possible.

These definitions are key in creating a discrete abstraction of
a hybrid mode. However, beyond constructing the modes of the
discrete abstraction (as shown before), we must also construct
the discrete transition relation in a way which mimics the be-
havior of the original hybrid system. Both of these points are
addressed in the following algorithm. In the first step, discrete
modes are constructed according to the partition defined in Defi-
nition 11. The remaining steps define the discrete transition rela-
tion for: 1) controlled or disturbance events; 2) human-initiated
events; and 3) internal transitions which arise from the contin-
uous dynamics of the original hybrid systems.

Algorithm 2: Given a hybrid subsystem of the hybrid
human–automation system , a constraint set , and an in-
variant set , create a discrete event system

as follows.
1) For each mode , uniquely map the contin-

uous state-space (partitioned into cells, where
is the number of dis-

tinct modes possible after any human-initiated transition
from mode to a set of discrete states corresponding
to the hybrid state

(5)

Here, since has no discrete human input, the only states
for which are the “exit”

modes from .
2) Define the relation for each ,

corresponding to the hybrid subsystem transition
, for (i.e.,

for those controlled or disturbance transitions to modes

Fig. 6. Discrete abstraction of two-mode hybrid automaton with one controlled
discrete input 
 . Both hybrid modes belong to the same hybrid subsystem H ,
therefore, p; q 2 Q . The invariant set is �(C ) = f(p;L); (q;M)g. In the
corresponding discrete abstraction, P̂ = fl; lg and Q̂ = fm;mg.

within the hybrid subsystem . For ease of notation,
denote the invariant set in mode ,

the invariant set in mode ,
the set of discrete modes which represent the hybrid state

, and the set of discrete modes which
represent the hybrid state

for
for .

(6)

Because the reachability analysis of Section II ensures that
for controlled and disturbance events in the hybrid system

, trajectories that begin in the invariant set in mode
evolve to the invariant set in the following mode , in Step
2, the discrete transition relation is defined to reflect this
behavior for controlled and disturbance events. See Fig. 6
for clarification.

3) Define the relation for each , corre-
sponding to any hybrid subsystem transitions to modes

, for
, (i.e., for those human-initiated

transitions to modes in other hybrid subsystems). For ease
of notation, denote the invariant set in
mode

for
for .

(7)

In Step 3, the discrete transition relation is defined such
that for human-initiated events, trajectories which begin in
the invariant set in mode may or may not evolve
to the invariant set in the following mode . This reflects
the user’s prerogative to initiate a transition—whether or
not the system will be in the invariant set in the next mode
depends on the region of the state-space from which the
user enacts the switch. See Fig. 7 for clarification.

4) Define the relations and for ,
corresponding to movement of the continuous state in one
mode with respect to the boundary of the invariant set in
the next mode , for ,

, (i.e., internal transi-
tions not corresponding directly to any discrete transition
in . See Fig. 7 for clarification

with
(8)
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Fig. 7. Discrete abstraction of a two-mode hybrid automaton with human-ini-
tiated discrete input � . The hybrid modes belong to different hybrid subsys-
tems H and H , therefore, p 2 Q and q 2 Q . The invariant sets are
�(C ) = f(p;L)g and �(C ) = f(q;N )g. In the corresponding discrete ab-
straction, P̂ = fln; ln; ln; lng and Q̂ = fn;ng.

The discrete transition relation is defined such that
for internal events, it reflects the original continuous
dynamics that govern the movement between cells of the
partition defined in Definition 11. The controlled event

occurs when the continuous state exits the region in
which a transition to mode would be invariance-pre-
serving: . Conversely, the
controlled event occurs when the continuous state
enters the region in which a transition to mode would
invariance-preserving: .
The result is , with ,

, and .
The discrete event system reflects, by construction, the
evolution of hybrid system trajectories with respect to the
hybrid invariant sets.

Proposition 2: The discrete event system is invariance-
preserving for trajectories whose initial states are contained in

.
Proof: Proof by induction; see Appendix I-B for details.

Yellow Interval Example: Consider subsystem . With
no user-controlled transitions ,
the state-space for is partitioned into re-
gions: . The abstraction of these
two continuous regions is the modes .
Previously we constructed the discrete modes

. Since the transition from
to is a disturbance event, we follow Step 2 of

Algorithm 2 to determine the transition function in the discrete
abstraction. According to (6) since
and , the transition relation
is .

Now consider mode . Two transitions are possible,
both human-initiated events. If braking is applied, the hybrid
system switches into mode ; if acceleration is chosen,
the hybrid system switches into mode . In the discrete
abstraction, these two modes are represented by and

, respectively, based on reachability analysis performed
earlier. Following (7) of Algorithm 2, since we know that the

Fig. 8. Discrete event system Ĝ is the invariance-preserving abstraction of
H . In each mode of the abstraction, the name of the discrete mode is listed
in the top line. Listed below are the continuous regions the discrete mode cor-
responds to, as shown in Figs. 3–5 and as appropriate.

mode is in the region
of the state-space that is “safe” in the next mode, , the
corresponding relation in the discrete abstraction is defined as

, which
simplifies to . Similarly, we can
find that . A total of eight such
transitions are defined for the two user-initiated transitions

and possible from each of the four modes in
. The result is depicted in Fig. 8. Additionally, internal

transitions are shown graphically in Fig. 8. The transition
corresponds to the contin-

uous state evolving from a region in which braking would be a
safe course of action, to one where it would not be safe.

Last, consider one of the remaining hybrid modes: .
No user-initiated transitions are possible, so we abstract this hy-
brid mode to discrete modes, . We again
look to (6) of Algorithm 2 to determine the appropriate transi-
tion relation in the discrete abstraction: ,

, where . The dis-
crete abstraction of the other modes in and pro-
ceeds similarly, with , ,

, and , and similarly de-
fined transition relations in the discrete abstraction, as shown in
Fig. 8.
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